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1/2"® Maohine bolt at abt. 18" ots. 2" Gap at 60°F DETAIL "A ——"
Use two hNex nuts to set gap before = = N i .
conerete placement. Gap may be set / 3 {> Typ. Piece ‘AHQ \36 State Proj No No.
anytime up teo but not exceeding 2 - —~ I3 6 X3z X 71 . MO
heurs before conerete placement. (See Detall “B" Gap at 60°F. GENERAL NOTES:

(Typ. ) The expansion device shall be fabricated and Tnstalled

—
Cut machine bolt flush with A s
exirusion after conorote on each & 3" in accordonce with The recommendations of fhe manufacturer s
and as set forth in the Special Provisions.

side has tfaken Tnitial set-

The contractor must veridy all dimensions prior to
Ffabrication.

3

All welds shall confarm to Seotion 712 of the Missouri
Standard Specifications.

Splices of steel extrusion shall develop full strength.

Bevel end of
bent curb plate
on roadway

face

Socket Head Cap
Serews and Anehors
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—=-Beveled Curb Bent
Plate £ x 12" x 15
(Form flush with curb)

/

Varies
(threaded)

All stesl shall be ASTM AT09 Grade 36. except steel
extrusions shall be ASTM A709 Grade 50W or Grade 36.

Neoprene Sfrip Seal shall meet ASTM D-2628.
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§ 1-1/4” x 2" x 4=1/2" Slotted 27Layers 50# N
D Well (Te be cast Tn the Roofing Fel+

K Anchors for the extrusions or armor shall be approved
1

h top of prestressed girder) between plate } } +
| o

we lded studs (C1010 thru C1020).
Note: Strip seal gland not shown for clarity. Structural steel for the expansion device and curb plate
shall be coated with a minimum of two coats of inorganic
zine primer (S5 mils minimum) or galvanized In accordance
with ASTM A123. Anchors need mot be protected from
overspray-

27 ¢ Typ ) and 3/4"@ x 12" Anchor Bolts and recess
A with 2 Nuts and Washer (See \

standard speclflcatfons for

the grout for ancher bolts)

SECTION A-A (Typ-)

Payment for furnishing. ceating or galvanizing and

2" Gap at 60°F 3} placing steel extrusions. miscellaneous structural
2-Layers of 50% 7 steels barrier curb plates, and necprene strip seal
Roofing FelT 3 LPB C PART SECTION B-B 2/27|",e%made under the comtrast unit price for Sirip
zggwfggegyﬁe ‘ ¢ 1/2" o count K Socker Seal Expansion Device-

N S 2 Countersunk Socke
1000 fop sorews ang Ananers PART ELEVATION OF BARRIER CURB TR A PR U I AT
decreased for each 10° rise in temperature from the
instal lation temperature.

Note: Strip seal gland not shown for clarity.

— Beveled Curb Bent Plate
1/2" x 12" x 15"
{ (Form flush with curb)

Bend Line Const.
Joint

( N
Recess curb
to permit free

i
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movement of plate ; H‘ H
( \ﬂﬂ i

Working Point
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3" Beveled Curb Bent Longttudinal relnforcing steel shall be placed so that ends

Plate with & @ shal | not be more than 1"+ from vertical leg of extrusion at

Countersunk Socket Expansion Device.

iﬁgﬁoﬁgp screws and Concrete shal |l be foreed under and around strip sedl
extrusions and studs. Propsr cansalidatian of the cencrets
shal |l be achieved by localized internal vibration.

ENCL]

35K
77k

Curb plate anchors shall be a drilled cone expansion or

a cast—Tn-place wing fype threaded fnsert. The minimum
ultimote pul lout caopocity for these anchors shall be

2700 Ibs in f'c = 4000 psi concrete. Lead anchors will
not be permitted. Holes in the barrier curb for danchors
shall not be drilled until the concrete is at least T days

Piece Angle € x 3-1/2 x 3/8
(See Detail “B”)

— <—FC Prestfress — — =] old.
Girder i © ©
Extend strip o
1/2" @ Machine bolt at abaut seal gland I t ek Bats o Poname
18” ets. Cut machine bolt 3f D?S;[$m , T T 1 Szmce y
flush with extrusions after of sldl ypP- | S0 o Hol @ abt. X
concrete has taken initial Pan CJrz ?Eor U%u >
3P0, | set. (Typ.) ‘ machine bolts)
3/4" @ x 8" Long Welded ' 3" @ x 8" Long Welded Shear
Shear Connector Studs » -
alternately spaced at Connector Studs (Spu%ed
about 9" cts.(Typ.) alternately @ abt. 9" cts.) D D
Strip seal g\ade PART SECTION C-C
N I
PART PLAN %~ =l
Bevel curb
i i i PART ELEVATION AT END_QOF bent plate
(%) Dimension glong & Girder P-Type Joint Armor(D.S. Brown SSPA. BEVELED CURB BENT PLATE  to

1 (Typ.) e‘Amgs\e Watson Bowman Type P or equivalent)
Typ: Ix 3
P %V BT e 3”@ x 8” Long Shear cennector SECTION D-D
alternating at 9" cts
.
- k3
= e i
Slotted Hole - B
1/2" @ Machine Bolt @ abt.18” cts. j é;ggég Loyer Gland. no muitiple layer
Tack Weld Cut machine bolt flush with extrusion A ¢ 9/16" © holes for
after concrete on each side has taken 1/2" @ machine bol+ts Strip seal gland size = "
initial set.
DETAIL OF JOINT ARMOR DETAIL OF GLAND

DETAIL “A” DETAIL “B”
DETAILS OF STRIP SEAL AT INTERMEDIATE BENT NO.

Deta’ led
Checked Note: This drawing is not to scale. Follow dimensions. Sheet No. of COUNTY |




